
Item Remarks

LCD Screen

Touch Panel N/A

Core
Model

DDR3

EMMC/NAND flash
OS OS

WiFi

RJ45

Bluetooth
Camera interated

Body sensor interated
Light enhancement interated

face detector

local face storage

1:N reading

1:1 contrast

stranger report

remote detecting

UI setings

voice report

data control

working management

body temp.detector

distance

accuracy

temp.range

Thermo-image size

voice report

voice warning

USB input

Power input
replay output

Wiegand 26/32

RS232

RJ45
MIC

Speaker
gate access control
attendance control

identification
third-party device

Environment Limits

Standalone

Body Temperature

Detecting

Network

yes

≦1m

≦±0.3℃

10℃-42℃

32*32℃

yes

yes, alarm limit can be changed

Function and

Application

Input and output

terminals by cable

sockets

USB2.0 OTG*1，USB2.0 HOST*1

12V/3A
Relay*1

input*1, output*1

RS232*1

RJ45*1
MIC*1

4VΩ2.5w*1

3-5m micro-wave body sensor

Work temperature：-10°~55°

Storage temperature：-20°~60°

Humidity: 5%-80%

support connecting with verious of gate control systems
support password, face and temp. check-in

ID reading and verifying from database
support connection to ID/IC/NFC/fingerprint/QR reader

Android 7.1
Integrated

yes

BT4.2
200W+200W dual-eye IR wide detecting

CPU
Quad Core，A17*4，1.8GHz，Mali T764

RK3288

DDR/Flash
2G

8G

Description

Intellegent Face

Detecting

yes

up 30K faces

yes

yes

yes

yes

yes

yes

face and records output and input

local, DLNA, cloud

red+blue dual-light enhancement

8" 1280*800

Capacitive 10 points

Product size
350*350*1500mm



Display body
Sanitizer box
Display body
Stand pole

Sanitizer box
Housing material

table stand angle adjusting optional

wallmount angle adjusting optional

pole holder with thread optional

Sanitizer Box Auto sensor yes

adapter 12V 3A yes

instruction manual e-book yes

Accessories

front tempered glass black, cabinet aluminium silver or black

425*170*110mm

Product size

Package size

272*127*19.5mm, 1.5kgs
pending

1200*450*450mm
268*133*118mm


